
MAGIC ROLLERPAT.

SIMPLIFIED HEAT-SHRINKING WRAPPING MACHINES

CONFEZIONATRICI TERMORETRAIBILI 
A TECNOLOGIA SEMPLIFICATA

CARATTERISTICHE / SPECIFICATIONS 4255 EV MR PLUS

Tensione di alimentazione / Power supply
Potenza installata / Power required
Dimensioni d'ingombro / Overall machine dimensions  L x W
H. piano lavoro (su carrello) / Working plate height (on stand)
Peso macchina / Machine weight
Dimensioni utili di saldatura / Sealing area  W x L
Altezza massima prodotto / Maximum product height 
Sistema di saldatura ad impulso / Impulse sealing system
Dimensioni massima bobina / Maximum roll dimensions  DIA x W
Produttività / Output

230 V - 1 Ph
kW 3,5

mm 1400x780
mm 920

kg 90
mm 420x550

mm 200
lama inferiore / bottom blade

mm 250 x 600
pz./ pcs.4-6 min

Caratteristiche tecniche soggette a variazione senza preavviso. La produttività dipende dall’operatore e dal tipo di prodotto da confezionare.
Technical data subject to variations without prior notice. The output depends on the operator and the type of the package.

by ITALDIBIPACK 
R&D TEAM 

Film consigliati: PVC (BLUE FILM), film poliolefinici termosaldanti a caldo  ed eventualmente termoretraibili (GREEN FILM, GOLDEN FILM).
Recommended films: PVC (BLUE FILM), polyolefin hot thermo-sealing and also shrinkable films (GREEN FILM, GOLDEN FILM).

DIBIPACK 4255 EV MR PLUS

NOVITÀ
NEW

Grandi 
prestazioni 

e bassi costi.

Higher 
performances 

with low costs.
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